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EXECUTIVE SUMMARY

Red Lion’s networking portfolio is one of the most robust in the 
marketplace. From remote site management to industrial process 
control, our industrial networking products are designed to operate 

any solution for almost any industry.
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Compact, rugged design

Switches, injectors and splitters

Transmit power and data over Ethernet networks

Wide temperature range and IP67 options

Wide arr
types available across multiple lines

Managed models offer advanced PoE 

Red Lion’s industrial PoE solutions are designed to transmit 
power and data over an Ethernet network. PoE networks 
eliminate the need for running separate wires for power 
and are ideal in installations with devices such as IP 
surveillance cameras, wireless access points, IP phones and 
other PoE-enabled devices. These industrial PoE devices 
offer a compact, rugged design for harsh, remote locations.

INDUSTRIAL POE SOLUTIONS

Switch Models PoE Standard
Hazardous 

Rail Monitoring
Network 

Redundancy

EB IEEE 802.3af X X DIN Rail

SLX IEEE 802.3af X X X DIN Rail
100-POE IEEE 802.3af X X O O DIN Rail
1000-POE+ IEEE 802.3at X X X O DIN Rail

NT24k IEEE 802.3at X X O N-ViewTM/SNMP N-RingTM/N-LinkTM/
RSTP DIN Rail

Legend X: All models O: Some models SNMP: Simple Network Management Protocol RSTP: Rapid Spanning Tree Protocol
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Max power delivered by PSE 15.40 W 34.20 W

Power Available at PD 12.95 W 25.5 W

Voltage Output Range 44-57 VDC 50-57 VDC

Max Output Current 350 mA 600 mA

Power Management Three levels Four levels
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equipment no longer needs to be located near power outlets. Red Lion offers a wide range of PoE products including Ethernet 

COMMON POE TERMINOLOGY

Power Sourcing Equipment (PSE): Any device that
provides or injects power onto a copper Category 
Ethernet cable.

Powered Device (PD): A device such as a camera, a
display, a Wi-Fi radio,  or a cellular router that is powered 
by PoE from a PSE device.

Endspan Switch: An Ethernet switch that
combines data and power onto an Ethernet 
cable for PoE enabled devices.

Midspan Injector: An intermediary device
that injects PoE power onto an Ethernet 
cable for PoE enabled devices.

PoE Splitter: A PD device that removes PoE
power from an Ethernet cable to power non-
PoE enabled equipment.
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100 & 1000 POE SPLITTERS, INJECTORS & SWITCHES

Rugged, metal enclosures

Easy plug-and-play operation

EB & SLX POE SPLITTERS, INJECTORS & SWITCHES

IEEE 802.3af PoE support

Easily integrates PoE equipment into existing networks

Seamless plug-and-play operation

10/100Base
Copper

10/100/1000 
Base  CopperModel Number Type

Total 
Ports

1000Base 
SFP

Mounting & Case Operating Temp. Power Input

EB-PD-24V-1 PoE Splitter 2 2 (1 PoE) - - DIN Rail – Lexan -40° to 75°C 45-56 VDC POE
EB-PSE-24V-1 Midspan Injector 2 1 (1 PoE) - - DIN Rail – Lexan -40° to 75°C 18-30 VDC POE

EB-PSE-48V-2 Midspan Injector 4 2 (2 PoE) - - DIN Rail – Lexan -40° to 75°C 18-30 VDC, 
45-56 VDC POE

EB-5ES-PSE-1 Unmanaged 
Switch 5 5 (4 PoE) - - DIN Rail – Lexan -40° to 75°C 10-30 VDC, 

45-56 VDC POE

SLX-5EG-1 Unmanaged 
Switch 5 - 5 (4 PoE) - DIN Rail – Metal -40° to 85°C 10-44 VDC, 

45-52 VDC POE

SLX-5EG-2SFP Unmanaged 
Switch 5 - 3 (3 PoE) 2 DIN Rail – Metal -40° to 85°C 10-44 VDC, 

45-52 VDC POE

SFP ports support 1000Base SFP transceivers, sold separately. Fiber models available with SC or ST fiber connectors.

Model Number Type
Total 
Ports

10/100Base 
Copper

10/100/1000 
Base Copper

100Base  
Fiber Mounting & Case Operating Temp. Power Input

100-POE-SPL PoE Splitter 2 2 (1 PoE) - - DIN Rail – Metal -40° to 85°C 46-54 VDC
100-POE4 Midspan Injector 8 4 (4 PoE) - - DIN Rail – Metal -40° to 85°C 46-49 VDC
1000-POE+* Midspan Injector 2 - 1 (1 PoE+) - DIN Rail – Metal -40° to 80°C 10-30 VDC
1000-POE4+* Midspan Injector 8 - 8 (4 PoE) - DIN Rail – Metal -40° to 85°C 22-49 VDC

105TX-POE Unmanaged 
Switch 5 5 (4 PoE) - - DIN Rail – Metal -40° to 85°C 46-49 VDC

105FX-POE Unmanaged 
Switch 5 4 (4 PoE) - 1 DIN Rail – Metal -40° to 85°C 46-49 VDC

1008TX-POE+* Unmanaged 
Switch 8 - 8 (4 PoE+) - DIN Rail – Metal -40° to 80°C 22-49 VDC

* Redundant 10 to 30 VDC power inputs with power boost circuit to provide IEEE 802.3at output.
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IP67 & BOARD-LEVEL SWITCHES

Red Lion offers a wide selection of IP67 and board 
level solutions. Our best in class, water resistant IP67 

environments, while our board level products provide the 
perfect Ethernet solution for OEM systems.

IP67 INDUSTRIAL SWITCHES

Rugged IP67/NEMA 6 enclosures

Versatile unmanaged and managed solutions

Hardened for the toughest applications

Model Number Type
Total
Ports

10/100Base 
Copper

Ingress Protect
Power

1
0

0

105M12 Unmanaged 5 5 IP67 -40° to 80°C 10-30 VDC
108M12 Unmanaged 8 8 IP67 -40° to 70°C 10-30 VDC
108M12-HV Unmanaged 8 8 IP67 -40° to 70°C 10-60 VDC

7
0

0

708M12 Managed 8 8 IP67 -40° to 80°C 10-30 VDC
708M12-HV Managed 8 8 IP67 -40° to 80°C 40-160 VDC
716M12 Managed 16 16 IP67 -40° to 80°C 10-49 VDC
716M12-HV Managed 16 16 IP67 -40° to 80°C 40-160 VDC

N
T

2
4

k-
1

6
M

1
2

NT24k-16M12 Managed 16 16 IP67 -40° to 85°C 10-49 VDC
NT24k-16M12-PT Managed 16 16 IP67 -40° to 85°C 10-49 VDC
NT24k-16M12-R Managed 16 16 IP67 -40° to 85°C 10-49 VDC
NT24k-16M12-R-PT Managed 16 16 IP67 -40° to 85°C 10-49 VDC
NT24k-16M12-POE Managed 16 16 IP67 -40° to 80°C 22-49 VDC
NT24k-16M12-POE-PT Managed 16 16 IP67 -40° to 80°C 22-49 VDC
NT24k-16M12-POE-R Managed 16 16 IP67 -40° to 80°C 22-49 VDC
NT24k-16M12-POE-R-PT Managed 16 16 IP67 -40° to 80°C 22-49 VDC

CONFIGURATION & RECOVERY DEVICES

Model Number Supported Models

700-NTCD-M12 M12 connector, configuration and recovery device 708M12, 716M12
NTCD-CFG SD card, configuration and recovery device NT24k
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ULTRA-RUGGED IP67 SWITCHES

IP67/NEMA 6 ingress protection for harsh environments

MIL-DTL-38999 series III connectors

Ultra-rugged, built to military standards 

Model Number Type
Total
Ports

10/100Base
Copper

10/100/1000 
Base Copper

Ingress
Protect Temp.

Power

ET-8ES-MIL L2 Unmanaged 8 8 - IP67 -40° to 75°C 10-30 VDC
ET-8EG-MIL L2 Unmanaged 8 - 8 IP67 -40° to 75°C 18-36 VDC
ET-8MS-MIL L2 Managed 8 8 - IP67 -40° to 75°C 10-30 VDC
ET-8MG-MIL L2 Managed 8 - 8 IP67 -40° to 75°C 18-36 VDC

EMBEDDED OEM SOLUTIONS

Wide operating temperature range

, or SFP connectors

Low power consumption

Model Number Type
Total 
Ports

10/100Base
Copper

10/100/1000 
Base Copper

100Base
Fiber

1000Base
Fiber

Size
Power
Input

ET-5MS-OEM Managed 6 Up to 6 - Up to 1 - Ultra-compact 2.5 x 3.5” 3.3 VDC
ET-8MS-OEM Managed 10 8 Up to 2 Up to 2 Up to 2 Standard PC/104 3.6 x 3.8” 5 VDC
ET-8MG-OEM-F Managed 8 Up to 8 Up to 8 Up to 8 Up to 8 Standard PC/104 3.6 x 3.8” 5 VDC
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POWER SUPPLIES

Red Lion’s rugged, reliable industrial Ethernet products demand the same level of performance as the applications that they are 

designed to provide years of trouble-free service in industrial applications.

ACCESSORIES

NTPS-24-1.3 1.3 A 24 VDC DIN rail power supply
NTPS-24-2.5 2.5 A 24 VDC DIN rail power supply NEMA TS2
NTPS-24-3 3 A 24 VDC DIN rail power supply
NTPS-24-5 5 A 24 VDC DIN rail power supply
NTPS-24-20 20 A 24 VDC DIN rail power supply
NTPS-48-2 2 A 48 VDC DIN rail power supply
NTPS-48-5 5 A 48 VDC DIN rail power supply
NTPS-48-10 10 A 48 VDC DIN rail power supply

CONFIGURATION & RECOVERY DEVICES

Supported Models

NTCD-CFG SD card, configuration and recovery device NT24k
NTCD-128 SD card, configuration and recovery device 700, 7000
700-NTCD-M12 M12 connector, configuration and recovery device 708M12, 716M12
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